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These are premade RG6 interconnect cable with compression F connectors affixed to each end. Each unit is constructed of 
3 Ghz rated RG6 coaxial cabling, featuring a soild copper center core, 60% aluminum braiding, and a black PVC jacket finish. 
This item is commonly used when distributing RF or wideband signals from a wall outlet or set-top unit to a television or display. 
This product family has many sizes available. 

•	 RG6 coax cable
•	 Swept to 3GHz
•	 Black PVC jacket

J24-DRE | J36-DRE | J48-DRE | J72-DRE | J96-DRE | J120-DRE

Coaxial RG6 Interconnect Cable, 3GHz Sweep Rating, Black Jacket PVC, Soild Copper Center Core, 
with Compression F Connectors   

J**-DRE |  08042023

Material Specifications
No Description Material Notes
1 Center Conductor Copper Ø 0.040” (Ø 1.02mm)
2 Insulation Flexible Polyester (FPE) OD: 0.179” (4.57mm)
3 Shield Aluminum (AL) 0.787 x 0.00027” (20 x 0.007mm)
4 Braiding Aluminum (AL) 2.51” x 0.0062” (64 x 0.16mm)
5 Jacket PVC OD: 0.27” (6.93mm)
6 Connector Copper Nickel Plated

General
Model Length Weight Dimensions
J24-DRE 24˝ 0.05 lbs (0.022 kg) Ø0.27 x 24″ (Ø0.68 x 60.9 cm)
J36-DRE 36˝ 0.10 lbs (0.045 kg) Ø0.27 x 36″ (Ø0.68 x 91.4 cm)
J48-DRE 48˝ 0.15 lbs (0.068 kg) Ø0.27 x 48″ (Ø0.68 x 121.9 cm)
J72-DRE 72˝ 0.20 lbs (0.090 kg) Ø0.27 x 72″ (Ø0.68 x 182.9 cm)
J96-DRE 96˝ 0.25 lbs (0.113 kg) Ø0.27 x 96″ (Ø0.68 x 243.8 cm)
J120-DRE 120˝ 0.30 lbs (0.14 kg) Ø0.27 x 120″ (Ø0.68 x 304.8 cm)
Warranty 1 Year Limited Warranty


